
Océ TDS100

Easy copying, quality results

Océ TDS100

Ease of use

Configurations Sheet feed single copy (tabletop)

Sheet feed multi copy (tabletop)

Tabletop with stand 

Tabletop with stand and shelves

Automatic 1 roll feed

Automatic 2 roll feed

Features • Océ one-touch green button copying

• Roll width indication

• Media type indication

• Test strip (automatic feed)

• Clean cut (automatic feed)

• Cut sheet feed

• Leading strip adjustment:

- automatic feed: +3.9"/-3.9"

• Trailing strip adjustment:

- sheet feed multi copy: +1.6"/-2.8"

- automatic feed: +1.6"/-3.9"

• Cut copy to original length

• Cut copy to pre-set length

• Density adjustment

• Multi copies: 

- sheet feed multi copy: 9

- automatic feed: 9

Original delivery Front accessible

Copy delivery Front accessible (automatic feed)

Eco design

Toner fill system Océ closed toner system

Warm up time None, instant behavior

First copy ready From cold start (24" › 36"): 32 sec.

Copy speed 10 ft./min.

Power consumption Sheet feed Automatic feed

sleep mode 12W 14W

stand by 14W 16W

run 1.2kW 1.2kW

Electrical supply 100/120/230 V 50/60 Hz

Sound power Stand by no noise

In operation 67 dB (A)

Heat emission Sleep mode 14W

automatic feed Stand by 16W

Continuous operation 1.2kW

Dust concentration 0.01 oz./ft.3

continuous operation

Ozone emission < 0.01 oz./min.

Dimensions

tabletop 56" (W) › 36" (D) › 25" (H), including

user interface and original bracket

automatic feed 56" (W) › 36" (D) › 51" (H), including

user interface, original bracket and copy

delivery tray




